
 

 
 
 
 

 
 

 

 

 

DARK SABER 
11,000 Lumens 
LED, Light Line Laser and Strobe Combo 

Adjustable 5-100mW  
Adjustable Laser 

P/N#: SS182 mkII 
 
       

DARK SABER is distinctively suited for lighting applications on inspection systems and other operations 

where illumination and the ability to scale and image is required.  The SS182 mkII provides 
outstanding brightness, warm color for subsea videos and its adjustable green laser projector offers the 
perfect illumination solutions for vast number of applications. It’s features safe operations in air with 
intelligent thermal management and is 35% lighter than previous version. 
 

Light functions (including strobing) can be controlled remotely via analog, control through digital inputs, 

over a serial communication port and while being synced to a digital still camera.  The SS182 mkII is 
field configurable allowing the operator to satisfy exact operational needs.  

 

 Micro-controlled with flicker less constant current 

 No acoustic noise = no effects on nearby sonars 

 Industry leading efficacy up 182 Lumens per watt (2x better than many competing LED 
products) 

 4000k color temperature and Color Reproduction Index (CRI) of 70. Warm white LED produces 
more red colors which makes the picture more realistic 

 Depth rate of 4000 meters 

 Multiple lights and cameras can be controlled by a single serial port 

 Sapphire window allows for a wider projection angle and is mechanically stronger 

 Compatible with the RS485 and RS232 applications 

 Used on Remotely Operated Vehicles (ROV), Autonomous Underwater Vehicle (AUV), Well 
Head inspections, subsea surveillance and for cinema photography 

 

Sidus supplies complete turn-key inspection system equipment and services.  Ask your representative 
today about other Sidus Solution product offerings, services or our customized options. 

Visit our website: www.sidus-solutions.com                           Contact us at: info@sidus-solutions.com 

 

                                       Caution: Laser light is bright and blinding- DO NOT shine at aircraft or vehicles at any distance 
Design and Specifications are subject to change 

 
 

Sidus Solutions LLC, 7352 Trade Street, San Diego CA, 92121 – (619)275-5533

http://www.sidus-solutions.com/
mailto:info@sidus-solutions.com


 

 

 

 

 
 

Specifications 
 

OPTICAL 

Light Type 

Light Intensity (lumens)  

Color Temperature 

Color Rendering Index (CRI) 

Beam Angle 

Efficacy 
 
 
Laser    

 

High brightness white LED 

11,000 

4000k 

70 

≥ 75 deg 

182 Lumens per watt @ 10% intensity 

127 Lumens per watt @ Full intensity 

520µnm direct green, 5-100 milliwatts 

max (adjustable), line lens available 

ELECTRICAL 

Input Voltage 

  LED Life 

Thermal Protection 

Power 

LED Drive 
Analog Control 
Digital Control  

 
  20-36 VDC  

50,000 hours minimum 

Automatic, 60°C max in air 

90w max 

DC Constant current, no flicker, no acoustic noise 

From 0 volts up to 40 VDC (configurable) 

Multiple control methods or DSC Sync
 

MECHANICAL 

Dimensions (w/o connector) 

Weight in Air 

Weight in Water 

Connector 

 

4.62 in x 3.98 in (117.34mm x 101mm) 

2.2bs (1kg) 

1.4 lbs (.65 kg) 

MCBH-8MP

ENVIRONMENTAL 

Operating depth 4000m (13,000ft) 

Operating Temperature -20°C to +60°C (-4°F to +140°F) 

Storage Temperature -30°C + 75° (-22° F to + 167°F) 

Housing Material 6061 Aluminum, Hard black anodized 

  Window          Sapphire (Acrylic optional) 
 
 

Design and Specifications are subject to 
change. 


